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The Digital Satellite Decoder (DSD) introduces you to exciting new technology. This manual provides
information on how to use the DSD and enjoy the benefits of all its features.

The DSD is menu-driven and is easy to use, even for users unfamiliar with, or intimidated by modern
technology.  When you are comfortable with the basic operation of the DSD, you can move onto the more
advanced and complex features.

The manual provides:

Important safety precautions, please study them.

Step-by-step instructions on how to use the DSD and its advanced features.

Step-by-step instructions on how to connect to basic sound and TV systems.  Please 
note that it is beyond the scope of this manual to include all possible configurations.

A troubleshooting guide to assist you if you have difficulty operating the DSD correctly, or in
the event of technical difficulties.

The operation of the DSD can be upgraded Over-the-air, thus the menus in the manual may 
differ slightly from those displayed on your television.

This manual, the menus and the features downloaded in this document and the information contained
herein are the subject of copyright and intellectual property rights under international conventions.  All
rights are reserved.  No part of this document may be reproduced, stored in a retrieval system or
transmitted in any form by any means, electronic, mechanical or optical, in whole or in part, without the
prior written permission of UEC Technologies (Pty) Ltd., the Manufacturer.

INTRODUCTION

UNPACKING

The following items are included with the Digital Satellite Decoder (DSD):

1 x Remote Control Unit (RCU)

2 x AAA Size Batteries

1 x RF Flylead

1 x Mains Cable

1 x User Manual (Operating Instructions)

1 x set of AV Leads
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The Digital Satellite Decoder (DSD) introduces you to exciting new technology. This manual provides
information on how to use the DSD and enjoy the benefits of all its features.

The DSD is menu-driven and is easy to use, even for users unfamiliar with, or intimidated by modern
technology.  When you are comfortable with the basic operation of the DSD, you can move onto the more
advanced and complex features.

The manual provides:

Important safety precautions, please study them.

Step-by-step instructions on how to use the DSD and its advanced features.

Step-by-step instructions on how to connect to basic sound and TV systems.  Please 
note that it is beyond the scope of this manual to include all possible configurations.

A troubleshooting guide to assist you if you have difficulty operating the DSD correctly, or in
the event of technical difficulties.

The operation of the DSD can be upgraded Over-the-air, thus the menus in the manual may 
differ slightly from those displayed on your television.

This manual, the menus and the features downloaded in this document and the information contained
herein are the subject of copyright and intellectual property rights under international conventions.  All
rights are reserved.  No part of this document may be reproduced, stored in a retrieval system or
transmitted in any form by any means, electronic, mechanical or optical, in whole or in part, without the
prior written permission of UEC Technologies (Pty) Ltd., the Manufacturer.

This DSD meets International Safety Standards.  Please read the following recommended
safety precautions carefully.

MAINS SUPPLY
100 -250V AC 47 - 63 Hz, 0.2A.

LIQUIDS
Keep liquids away from the DSD.

CLEANING
Disconnect the DSD from the Mains.  Use a dry cloth to clean the exterior.  Do not use solvents to clean the
DSD.

VENTILATION
Do not block ventilation holes.  Ensure that free airflow is maintained around the DSD. Never stand the DSD on
soft furnishings or on carpet.  Do not use or store the DSD where it is exposed to direct sunlight, or near a
heater.  Never stack other electronic equipment on top of the DSD.

ATTACHMENTS
Do not use any attachment that is not recommended by the manufacturer, as it may cause a hazard/damage
the equipment.

SERVICING
Do not attempt to service this product yourself.  Any attempt to do so will invalidate the warranty.  Refer all
servicing to a qualified service agent.

LIGHTNING
If the DSD is installed in an area subject to intense lightning activity, protection devices for the DSD mains
connector are essential.  The individual manufacturers instructions for safeguarding other equipment, such as TV
sets, Hi-Fi system, etc must also be followed during lightning storms.

EARTHING
The earthing system must comply with local regulations.

SAFETY
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REMOTE CONTROL
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Standby
Puts the decoder into standby
or takes it out of standbyUHF

When pressed and held,
displays the UHF test screen

ALT
Displays the last
viewed channel

Menu
Displays the menu

Clock
Displays the clock

i
Displays the i-plate

TV Guide
Displays the TV Guide

Arrow Keys
Moves the highlight up or
down in the menus, and
chooses between options

OK
Confirms selections

V+
Increases Volume

V-
Decreases Volume

Numeric Keys
Channel selection or keys
in numeric values

TV
When pressed once, displays
Aspect Ratio. When pressed
twice, displays available TV
bouquetsMute

Mutes the volume

Displays subtitles
and/or teletext

Soundtrack Options
Displays available
soundtracks

Displays
Radio/Music
bouquets

P-
Selects the previous
available channel

P+
Selects the next
available channel

Exit
Exits menus and on-screen
selections



FRONT PANEL

1 Switches the DSD between Standby and On.

2 Switches between TV and Audio services.

3 Selects the previous available channel in a list.

4 Selects the next available channel in a list.

5 Decreases the Volume.

6 Increases the Volume.

DESCRIPTIONNo.

Note 1 Pressing 1 and 2 simultaneously will reset the decoder.

Note 2 Pressing 5 and 6 simultaneously will mute the volume of the decoder. To restore volume
press 5 or 6.

1 2 3 4 5 6
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RF IN RF OUT VIDEO STEREO
AUDIO

SPDIF LINE IN
300 mA Max.

REAR PANEL

1 RF IN - connect to terrestrial antenna.

2     RF OUT - connect to RF IN connector on TV set.

3     VIDEO - connect to VIDEO IN on TV set.

4     LEFT and RIGHT STEREO AUDIO - connect to Left and Right audio connectors on TV set.

5     SPDIF - connect to Digital Audio connetcor on Home Theatre system.

6     LNB IN - connect to LNB on satellite dish.

7     POWER SUPPLY - connect to mains power supply.

L              R

Technologies (Pty) Ltd.
  Republic of South Africa

CRYPTOLOGY
WARNING! High V oltage
DANGER! Do not open.

100- 250 V ~ 47 - 63 Hz 0.3A
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DSD CONNECTIONS

There are several ways of connecting the DSD to your existing entertainment system. The following
more common examples enable you to view the available Satellite services, record and playback on
your VCR and listen to CD quality stereo sound on your Hi-Fi.

Consult your local installer for assistance in setting up an audio/video configuration best suited to your
requirements.

HINTS FOR QUALITY TV SYSTEM CONFIGURATIONS

1 Where possible, connect cables via audio/video outputs/inputs (RCA) rather than RF connectors.

2 Use an appropriate, correctly installed Satellite dish.

3 Ensure  that the system is properly earthed and protected against lightning.

4 Use high quality stereo TV and Hi-Fi equipment.

5 Use high quality screened cables.

DSD 990 Manual
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RF IN RF OUT VIDEO STEREO
AUDIO

SPDIF LINE IN
300 mA Max.

L              R

Technologies (Pty) Ltd.
  Republic of South Africa

CRYPTOLOGY
WARNING! High V oltage
DANGER! Do not open.

100- 250 V ~ 47 - 63 Hz 0.3A

NOTE: In the event that only one DSD but more than one TV set is used domestically, the 
same channel will be viewed on all sets. It is recommended that you remove the 
Mains supply to the DSD before connecting or disconnecting to or from the LNB.

1 Connect a cable from the Satellite dish (LNB) to the LNB In socket on the DSD.
(Refer to [1] on the illustration below).

2 Using the supplied RF flylead, connect the RF Out socket of the DSD to the RF In socket of 
your TV. (Refer to [2] on illustration below).

3 If your TV set has AV connectors, connect the Video Out socket on the DSD to the
Video In socket on the TV set and the Stereo Audio sockets on the DSD to the
Audio In sockets on your TV set. (Refer to [3]  on the illustration below).

4  If you wish to connect your existing Terrestrial Antenna in order to watch the Terrestrial 
services. (Refer to [4] on the illustration below).

Setup 1 - DSD and TV

3

1

2

3

3

3

4

DSD 990 Manual

8



RF IN RF OUT VIDEO STEREO
AUDIO

SPDIF LINE IN
300 mA Max.

L              R

Technologies (Pty) Ltd.
  Republic of South Africa

CRYPTOLOGY
WARNING! High V oltage
DANGER! Do not open.

100- 250 V ~ 47 - 63 Hz 0.3A

NOTE: In the event that only one DSD but more than one TV set is used domestically, the 
same channel will be viewed on all sets. It is recommended that you remove the 
Mains supply to the DSD before connecting or disconnecting to or from the LNB.

1 Connect a cable from the Satellite dish (LNB) to the LNB In socket on the DSD.
(Refer to [1] on the illustration below).

2 Using the supplied RF flylead, connect the RF Out socket of the DSD to the RF In socket of 
your TV. (Refer to [2] on illustration below).

3 If your TV set has AV connectors, connect the Video Out socket on the DSD to the
Video In socket on the TV set and the Stereo Audio sockets on the DSD to the
Audio In sockets on your TV set. (Refer to [3]  on the illustration below).

4  If you wish to connect your existing Terrestrial Antenna in order to watch the Terrestrial 
services. (Refer to [4] on the illustration below).

Setup 2 - DSD, TV and VCR

NOTE: In the event that only one DSD but more than one TV set is used domestically, the 
same channel will be viewed on all sets. It is recommended that you remove the 
Mains supply to the DSD before connecting or disconnecting to or from the LNB.

1 Connect a cable from the Satellite dish (LNB) to the LNB In socket on the DSD.
(Refer to [1] on the illustration below).

2 Using the supplied RF flylead, connect the RF Out socket of the DSD to the RF In socket of 
your VCR.  Then connect the RF OUT socket of the VCR to the RF IN socket of the TV (Refer
to [2] on illustration below).

3 If your TV set has AV connectors, connect the Video Out socket on the DSD to the
Video In socket on the TV set and the Stereo Audio sockets on the DSD to the Audio In
sockets on your TV set. (Refer to [3]  on the illustration below).

4  If you wish to connect your existing Terrestrial Antenna in order to watch the Terrestrial 
services. (Refer to [4] on the illustration below).

1

2

3

3

3

4

2
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NOTE: In the event that only one DSD but more than one TV set is used domestically, the 
same channel will be viewed on all sets. It is recommended that you remove the 
Mains supply to the DSD before connecting or disconnecting to or from the LNB.

1 Connect a cable from the Satellite dish (LNB) to the LNB In socket on the DSD.
(Refer to [1] on the illustration below).

2 Using the supplied RF flylead, connect the RF Out socket of the DSD to the RF In socket of 
your VCR.  Then connect the RF OUT socket of the VCR to the RF IN socket of the TV (Refer
to [2] on illustration below).

3 If your TV set has AV connectors, connect the Video Out socket on the DSD to the
Video In socket on the TV set and the Stereo Audio sockets on the DSD to the Audio In
sockets on your TV set. (Refer to [3]  on the illustration below).

4  If you wish to connect your existing Terrestrial Antenna in order to watch the Terrestrial 
services. (Refer to [4] on the illustration below).

Setup 3 - DSD, TV and Hi-Fi

NOTE: In the event that only one DSD but more than one TV set is used domestically, the 
same channel will be viewed on all sets. It is recommended that you remove the 
Mains supply to the DSD before connecting or disconnecting to or from the LNB.

1 Connect a cable from the Satellite dish (LNB) to the LNB In socket on the DSD.
(Refer to [1] on the illustration below).

2 Using the supplied RF flylead, connect the RF Out socket of the DSD to the RF In socket of 
your TV. (Refer to [2] on illustration below).

3 If your TV set has AV connectors, connect the Video Out socket on the DSD to the
Video In socket on the TV set. (Refer to [3]  on the illustration below).

4 Connect the Stereo Audio sockets on the DSD to the Audio In sockets on your Hi-Fi.
(Refer to [4] on the illustration below).

5  If you wish to connect your existing Terrestrial Antenna in order to watch the Terrestrial 
services. (Refer to [5] on the illustration below).

RF IN RF OUT VIDEO STEREO
AUDIO

SPDIF LINE IN
300 mA Max.

L              R

Technologies (Pty) Ltd.
  Republic of South Africa

CRYPTOLOGY
WARNING! High V oltage
DANGER! Do not open.

100- 250 V ~ 47 - 63 Hz 0.3A

1

2

3

4

4

5
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Although some Satellite TV and Audio services are free to air, most TV and Audio services are available
on a subscription basis and can only be enjoyed via a Conditional Access component.  This is a removable
Smart Card.

The Smart Card looks similar to a credit card and is inserted into the slot on the right-hand side of the
DSD. (See illustration below.)

1 Hold the Smart Card horizontally with the electronic chip (generally small square, gold in 
colour) facing downwards.  Insert into the slot (See illustration below).

2 Insert the Smart Card into the slot until the card is completely in.

NOTE: In the event that only one DSD but more than one TV set is used domestically, the 
same channel will be viewed on all sets. It is recommended that you remove the 
Mains supply to the DSD before connecting or disconnecting to or from the LNB.

1 Connect a cable from the Satellite dish (LNB) to the LNB In socket on the DSD.
(Refer to [1] on the illustration below).

2 Using the supplied RF flylead, connect the RF Out socket of the DSD to the RF In socket of 
your TV. (Refer to [2] on illustration below).

3 If your TV set has AV connectors, connect the Video Out socket on the DSD to the
Video In socket on the TV set. (Refer to [3]  on the illustration below).

4 Connect the Stereo Audio sockets on the DSD to the Audio In sockets on your Hi-Fi.
(Refer to [4] on the illustration below).

5  If you wish to connect your existing Terrestrial Antenna in order to watch the Terrestrial 
services. (Refer to [5] on the illustration below).

00:00

CONDITIONAL ACCESS

Insert this side up
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NOTE: Unless absolutely necessary, do not change installation, connections or DSD set-up,
or retune a working system. If changes are made, record all the original settings.

When you switch the DSD on at the mains, it goes through a power-up sequence, then attempts to
connect to a signal at the factory-set frequency.

If your TV is not tuned to the DSD viewing channel, you will not be able to view the Digital Satellite
services.

1 Connect the Satellite Signal to the DSD.  Refer to Optional DSD Connections.

2 Switch on the TV and select  an unused channel to setup your DSD.  This channel will now
be used for the viewing of the Satellite services.

3 Press and hold the UHF button on the RCU for approximately 5 seconds, until UHF is displayed
on the front panel display.

4 Tune your TV set until you obtain the test pattern shown below.  A channel number will 
be displayed on the DSD front panel display, e.g 50.

5 Once you have obtained this test pattern on your TV set, press OK on the remote control.

6 Check that there is no interference on the other channels your TV was tuned to.  If there you 
notice any interference, you need to change the UHF channel that is being used by the DSD.

7 Repeat step 3.  Now use the LEFT or RIGHT  arrow key to change the UHF  channel.  Increase
or decrease the UHF channel by 2.

8 Once you have changed the UHF channel, the TV screen will no longer display the test pattern
and the channel number on the front panel display will be different.  Repeat step 4.

9 Once this test pattern is visible on the TV set again, press OK on the RCU.

10 You should now be able to view all the Satellite services subscribed to.

If interference is still present, it is recommended that good quality screened cables (preferably
double screened) be used for interconnecting all other equipment to the DSD.

Although some Satellite TV and Audio services are free to air, most TV and Audio services are available
on a subscription basis and can only be enjoyed via a Conditional Access component.  This is a removable
Smart Card.

The Smart Card looks similar to a credit card and is inserted into the slot on the right-hand side of the
DSD. (See illustration below.)

1 Hold the Smart Card horizontally with the electronic chip (generally small square, gold in 
colour) facing downwards.  Insert into the slot (See illustration below).

2 Insert the Smart Card into the slot until the card is completely in.

GETTING STARTED
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At any time whilst watching or listening to TV/Radio services, you can obtain information about the current
or next programme on the channel being viewed or other channels via the Information Plate.

1 Press   i   on the RCU.  The following window is displayed.

2 Use the arrow keys      or       to scroll through titles on other services, whilst simultaneously
watching the current service.  The current programmes are listed when NOW  is selected and
the programmes to follow are listed when NEXT  is highlighted.

Pressing      while the Information Plate is displayed, provides a synopsis of the programme 
being viewed. The Local time is also displayed on the TV when the Information Plate is 
displayed.  Refer to illustration below.

NOTE: Unless absolutely necessary, do not change installation, connections or DSD set-up,
or retune a working system. If changes are made, record all the original settings.

When you switch the DSD on at the mains, it goes through a power-up sequence, then attempts to
connect to a signal at the factory-set frequency.

If your TV is not tuned to the DSD viewing channel, you will not be able to view the Digital Satellite
services.

1 Connect the Satellite Signal to the DSD.  Refer to Optional DSD Connections.

2 Switch on the TV and select  an unused channel to setup your DSD.  This channel will now
be used for the viewing of the Satellite services.

3 Press and hold the UHF button on the RCU for approximately 5 seconds, until UHF is displayed
on the front panel display.

4 Tune your TV set until you obtain the test pattern shown below.  A channel number will 
be displayed on the DSD front panel display, e.g 50.

5 Once you have obtained this test pattern on your TV set, press OK on the remote control.

6 Check that there is no interference on the other channels your TV was tuned to.  If there you 
notice any interference, you need to change the UHF channel that is being used by the DSD.

7 Repeat step 3.  Now use the LEFT or RIGHT  arrow key to change the UHF  channel.  Increase
or decrease the UHF channel by 2.

8 Once you have changed the UHF channel, the TV screen will no longer display the test pattern
and the channel number on the front panel display will be different.  Repeat step 4.

9 Once this test pattern is visible on the TV set again, press OK on the RCU.

10 You should now be able to view all the Satellite services subscribed to.

If interference is still present, it is recommended that good quality screened cables (preferably
double screened) be used for interconnecting all other equipment to the DSD.

3 To alternate between NOW and NEXT programmes on the Information Plate, use the    and
 arrow keys on the RCU.

4 When NEXT is selected, an Information Plate is displayed that displays the NEXT programme.
 Pressing OK sets a reminder and a clock symbol is displayed on the Information Plate.  Pressing

OK again removes this reminder. Next programmes cannot be viewed before their start times.
To exit the Information Plate, press EXIT on the RCU.

Information Plate
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2 If subtitles are currently present and you want to stop the subtitles, press the        button 
on the RCU and an informatiom box (illustration above) will be displayed. Press        button on 
the RCU repeatedly until the message Stop Subtitles appears, then press OK on the RCU.

2 Use the arrow keys      or       to scroll through titles on other services, whilst simultaneously
watching the current service.  The current programmes are listed when NOW  is selected and
the programmes to follow are listed when NEXT  is highlighted.

Pressing      while the Information Plate is displayed, provides a synopsis of the programme 
being viewed. The Local time is also displayed on the TV when the Information Plate is 
displayed.  Refer to illustration below.

3 This facility may not be available on all channels.

DSD 990 Manual
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Radio channels

To access UBI WORLD TV�s radio channels:

1 Press

2 Browse these channels the same way you browse TV channels.

3 To return to TV channels, press the TV button once.

If subtitles are available, they are normally displayed on the screen as part of the programme.

1 If subtitles are not available the following information box will appear on the screen when you
press the        button on the RCU.

Subtitles



NOTE: The symbol changes to three bars to indicate teletext selected.

2 If Teletext is not available, a No Teletext  message is displayed.

3 To make teletext transparent press       button again.

4 To page up or down, press P+ or P- on the RCU.  To change to a distant page, key in the 
page number using the numeric digits on the RCU and then press OK.

5 To clear teletext from the screen, press EXIT on the RCU.

NOTE The TELETEXT options will only be accessible if suported by the Service Provider.

2 If subtitles are currently present and you want to stop the subtitles, press the        button 
on the RCU and an informatiom box (illustration above) will be displayed. Press        button on 
the RCU repeatedly until the message Stop Subtitles appears, then press OK on the RCU.

Teletext

DSD 990 Manual

15

Some services may have a Teletext service.  This can be selected as follows:

1 With the service selected, press the       button on the RCU.  The following message box is 
displayed:



1 NOW/NEXT EPG allows you to search all the channels subscribed to and view the current 
programme showing and the Next programme on those channels.

2 Once the NOW/NEXT EPG is displayed, follow the on-screen navigation information to change 
between the Now and Next programmes.

In order to access the Electronic Programme Guide, press the TV GUIDE  button on the RCU.  The
NOW/NEXT EPG will be displayed.

NOW NEXT EPG

Electronic Programme Guide
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Some services may have a Teletext service.  This can be selected as follows:

1 With the service selected, press the       button on the RCU.  The following message box is 
displayed:



When you change values or settings in each of the menus or sub-menus, press OK on the RCU
to save the changes you have made.   All the Menus are navigated as follows:

1 Use the       or       buttons to scroll the highlight bar up or down in a (sub)menu or vertical 
list box.

2 Select a highlighted menu option and go one level lower within the menu hierarchy by pressing
OK on the RCU.  This applies to the Main Menu screen and all sub menu screens.

3 Use EXIT to return to the previous menu (go one level higher within the menu hierarchy).

4 Use      or      buttons to move the highlight to the option you require.  To change any setting
or values move the highlight to the option and use the      or      keys to change the setting 
or value.  Once the values have been changed press OK.

5 Use the MENU button to EXIT from all menus and return to TV or Audio programmes.

6 Use numbered buttons on the RCU to enter numeric values.

To use the Menu system:

1 Ensure that the DSD is not in standby mode.

2 Press the MENU button on the RCU.  The following Main Menu will be displayed, which provides
access to all other sub-menus as shown below.

USING THE MENUS

DSD 990 Manual
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This option is selected from the Main Menu.  It allows you to choose from a list of supported languages.

Language Option in Guide and Menu  allows you to select the language you would like the menus and
the TV Guide to be displayed in.  Once selected, the DSD will use this as the default language.

To access Language options do the following:

1 Press Menu on the RCU, the Main Menu is displayed with Language Options highlighted.  Press
OK to select.

2 The Language Options screen is displayed (see below).

3 Press OK.  This allows you to change the language to be used in the Menus and the Guide..
Use the        or       buttons on the RCU to select the  language.  Once you have chosen the 
preferred language, press OK on the RCU.

4 Press MENU on the RCU to exit and return to the channel you were viewing.

Language Selection

DSD 990 Manual
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3 Once the correct PIN code is entered, the Programme Blocking Options sub-menu is displayed 
(see illustration below) with the various blocking options.  Scroll     or      and select the option
you require. Press OK on the RCU.

NOTE: If the incorrect PIN is entered, the previous menu (Security Check) is again displayed.

TIP: The PIN is set at the factory to 1234.  If you intend to use the Programme Blocking Options 
facility, please change the PIN as soon as possible. Remember to keep a note of your new 
PIN in a secure  place.

NOTE: To use or change your PIN code, your Smart Card must be in the DSD.

1 Press MENU on the RCU.  The Main Menu list is displayed, scroll down to Programme Blocking
Options.  Press OK on the RCU.

2 The Programme Blocking Options Menu is displayed.  If you select the Blocking Options option and
press OK, the PIN code security screen is displayed. Enter the PIN code (1234).

The DSD has a Programme Blocking Options facility to control viewing of restricted programmes. Access
to this facility is controlled via the Parental PIN code.

Programme Blocking Options
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Blocking Options



1 At the Old PIN  code prompt enter the current PIN code.

2 The highlight automatically moves to the New PIN  code prompt.  Enter your New PIN code.
Your new PIN must be a 4-digit number.

3 The highlight automatically moves to the Re-enter new PIN  code prompt.  Reenter the same
New PIN code.  Once entered the DSD automatically returns to the Parental Guidance sub 
menu.  Press EXIT or MENU on the RCU.

3 Once the correct PIN code is entered, the Programme Blocking Options sub-menu is displayed 
(see illustration below) with the various blocking options.  Scroll     or      and select the option
you require. Press OK on the RCU.

NOTE: If the incorrect PIN is entered, the previous menu (Security Check) is again displayed.

TIP: The PIN is set at the factory to 1234.  If you intend to use the Programme Blocking Options 
facility, please change the PIN as soon as possible. Remember to keep a note of your new 
PIN in a secure  place.

NOTE: To use or change your PIN code, your Smart Card must be in the DSD.

1 Press MENU on the RCU.  The Main Menu list is displayed, scroll down to Programme Blocking
Options.  Press OK on the RCU.

2 The Programme Blocking Options Menu is displayed.  If you select the Blocking Options option and
press OK, the PIN code security screen is displayed. Enter the PIN code (1234).

If the period of time the Information Bar, Bouquet List, Teletext/subtitles Box or Volume Bar is displayed
on the screen is too long or too short, the duration can be adjusted to suit you preference using this
option in the menu. This menu is accessed from the Main Menu.

The Information Display Period menu is illustrated below.  To change the time (in seconds) press the
     arrow to increase the display time or      to decrease the display time. Once you have adjusted the
time as required, press OK to save the change.  Refer to the on-screen help for assistance when using
this feature.

Information Display Period

This option should be used to change the Parental PIN code from the factory set code to a code of your
preference.  When selected from the Parental Guidance sub-menu, the following is displayed on the
screen.

DSD 990 Manual
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Change Pin



NOTE: The Channel Arrangement Option will only be available after successfully receiving programming
information over-the-air. Before this happens the Channel Arrangement Option is not displayed.

The DSD provides Sort, Delete and Reset features to allow you to arrange the service lists according to your own
personal preference. The features are available for the TV Services as well as for the Radio Services as illustrated below.

This feature allows you to sort your services into an order you prefer. The sorting process defines which TV or Radio
services are available on which channel numbers.  To sort the order, perform the following:

1 Select Sort Services from either the Organise TV services or Organise Radio
services, depending on which you are wanting to sort.

2 The Sort Services menu will be displayed (see next page).

3 Use the      or      keys on the RCU to select the service you want to relocate.

4 Press the      key on the RCU and the service will appear in the box on the right
hand side of the menu.

5 Move the highlight to the channel number you want the service to be at.

6 Press the       key on the RCU. The service is now at the channel number you have
selected. Press OK on the RCU to save the change.

1 At the Old PIN  code prompt enter the current PIN code.

2 The highlight automatically moves to the New PIN  code prompt.  Enter your New PIN code.
Your new PIN must be a 4-digit number.

3 The highlight automatically moves to the Re-enter new PIN  code prompt.  Reenter the same
New PIN code.  Once entered the DSD automatically returns to the Parental Guidance sub 
menu.  Press EXIT or MENU on the RCU.

Channel Arrangement Options
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You may prefer that the list of programmes should only contain your favourites or should not list those
not subscribed to. By marking a programme to be deleted, it will not be selected when stepping through
the programme list.
The Delete Service feature is available under the Organise TV Services and Organise Radio Services.
A deleted service can be UNDELETED. To use this feature, follow the On screen instructions to
delete/undelete a service.

The RESET feature is available under Organise TV Services and Organise Radio Services. This feature
allows you to reset the order of the programmes according to the order supplied by the service provider,
the default order (the order the programmes were in when you received you DSD).
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The service provider can send global messages over-the-air.  When a message has been received, the
yellow front panel indicator will be illuminated and an envelope symbol will appear on the TV screen.

To read the message do the following:

1 Press Menu on the RCU.  The Main Menu is displayed.

2 Use the Down arrow on the RCU and scroll to Mail Messages.  Press OK.

3 The Mail Message screen is displayed.  Press OK to return to the Main Menu.
Press EXIT or MENU to return to normal viewing. The front panel yellow indicator will be off
and the mail symbol will no longer be displayed.

Advanced Options

This is where the setup of the DSD is done.  With the exception of two of  the sub-menus in this section
it is recommended that you do not make changes to the settings in these sub-menus.  The PIN code
for Advanced Options is 8272. If there is a need to change any of the other settings in the other sub-
menus, please call the service provider or an approved installer. The two sub-menus that you may use
of, is the Local Time  menu and the DSD Upgrade  menu.  An illustration of the Advanced Options menu
is shown below.

Mailbox
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TV Installation - Display Aspect Ratio

This option allows you to adjust your DSD to match your TV type. If you have a widescreen TV use 16:9
(4:3 Pillarbox) otherwise use the 4:3 setting that gives you the best picture.

Signal Detection

If the TV is tuned correctly to the DSD, it is recommended that the satellite antenna be checked for
quality. Even with good pictures, if the signal is not of sufficient quality, minor changes will cause it to
disappear on occasions. Note that with extremely heavy rain, disturbances are expected.
The DSD has an inbuilt signal strength and quality meter.

1 To check the signal, hold the UHF button on the Remote for approx 5 seconds until the �Signal
Detection� menu appears.

2 Press OK when finished.

If the weather is clear and the signal strength is not adequate, you may need to consult an installer.
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This menu is a sub menu of the Advanced options menu.  In this menu you can set the time that is
displayed by the DSD.  If the time displayed does not correspond with the current time, change the time
by using this menu.  The time can be altered in intervals of 30 minutes.

This Option is only required when UBI WORLD TV upgrades the DSD software.  UBI WORLD TV will advise
you accordingly.

Decoder Upgrade

Local T ime
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If you encounter any other error conditions/messages please contact
UBI WORLD TV on 1300 400 800.

SYMPTOM SOLUTION
DIGITAL SATELLITE DECODER FAULTS

Does not display any message
on the front panel or DSD has
no power.

No Picture

Poor Picture Quality

No Sound

Remote Control does not work.

Check that the main power cable is plugged into a power socket.
Check that you have the mains power switched On. Check if DSD
is in standby mode.

Ensure that DSD is switched on (see above). Check that RF or RCA
cables are connected correctly to the TV or VCR. Check that the
correct channel on the TV  has been selected and the correct Video
output is selected on the DSD. Check that the UHF channel has
been set properly in the case of RF connections being used.

Check the signal level, if it is low you may need to re-align the
Satellite Dish.  Call UBI WORLD TV for assistance.

Check that the volume level of  the TV  and DSD are correct. Check
that the DSD and TV are not in Mute mode.

Point the RCU directly at the DSD Front Panel Display. Check the
Batteries of the RCU and replace if required.

ON-SCREEN ERROR MESSAGES

No Signal/Searching for Signal Check the cable from the LNB. Check the position of the LNB -
realign if necessary.

Any other Error messages Call UBI WORLD TV for assistance.
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TROUBLESHOOTING

NOTE: Sometimes the DSD can become confused by signal disturbances and will not work
properly. Restarting the DSD can solve this temporary condition. If the problem
continues, it is recommended that the power cord be removed from the wall outlet
for at least 15 seconds then plugged in again.



MEMORY
SDRAM 8 Mbytes
FLASH  2 Mbytes
Non-Volatile Memory  16 kbytes

FRONT END
DVB Standard DVB-S
Demodulation Type QPSK
Input signal Level -65 to -25 dBm for 15 - 45Ms

-65 to -30 dBm for 4 - 14.9Ms
Input Frequency 950 to 2150 MHz
Symbol Rate 4 to 45 Msps

REMODULATOR
Output Frequency CCIR Channel 21 to 69 (software selectable)
Video Format PAL B/G
RF Bypass Bandwidth 471 MHz to 855 MHz

AUDIO
DVB Standard MPEG-1 Layer1, Layer2, Musicam
Sample Frequency 32 kHz, 44.1 kHz or 48 kHz(controlled by MPEG Bitstream)

VIDEO
DVB Standard MPEG2 MP@ML
Video RAM 16 MBits

GENERAL
Front Panel Buttons 6 buttons
Mains Voltage 100 - 250 V AC 47-63 Hz; 0.2A
Dimensions 270x70x170 mm (WxHxD)
Weight ~2.0 Kg (unpacked)
RCU 32 button, infra-red, battery operated.
Temperature 5 degrees C to 45 degrees C
Relative Humidity 5% to 90%<40 degrees C wetbulb temperature

SPECIFICATIONS
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Customer Care Centre:

Monday to Friday 9:00 am to 8:00 pm (AEST)
Saturday 9:00 am to 5:00 pm (AEST)

CONTACT DETAILS
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